Producer of steel- flanges to pipe couplings
and steel structures



FLANGES MADE ACCORDING TO DIN 2573-2576 STANDARD. Flat flanges
ready for welding used in various types of pipelines, made with diameter
within the range from NW 10 to NW 1200 and bigger - according to
specifications provided by the customer.

FLANGES MADE ACCORDING TO DIN 2573-2576 STANDARD. Flat flanges
ready for welding used in various types of pipelines, made with diameter
within the range from NW 10 to NW 1200 and bigger - according to
specifications provided by the customer.

SINGLE FLANGES AND SMOOTH RINGS ACCORDING TO DIN 2641-2642
STANDARD. Flat flanges used in all kind of pipelines, made of steel S235, S355
and steel P265GH (boiler steel). It is also possible to make stainless steel
flanges and rings. Flanges according to DIN 2641-2642 standard are made with
diameter within the range from NW 10 to NW 1200, and according to
specifications provided by the customer.




BLANC FLANGES. Steel flanges made with diameter within the
range from NW 10 to NW 1200, able to withstand pressure
from ND 6 to ND 100, used for blanking off transmission grids,
made according to DIN 2527 standard.

BLANC FLANGES. Steel flanges made with
diameter within the range from NW 10 to
NW 1200, able to withstand pressure
from ND 6 to ND 100, used for blanking
off transmission grids, made according to
DIN 2527 standard.




FLANGES WITH THREADED SCREW HOLES. Steel flanges used in
various industries according to standard: NS 2537-2542 (Norsk
Standard),within the range of NW 15 to NW 1000; screwed
flanges.

FLANGES WITH THREADED SCREW HOLES. Steel flanges used
in various industries according to standard: R2-8, diameter
range from NW 15 to NW 300.

FLANGES WITH THREADED SCREW HOLES. Steel flanges used
in various industries according to standard: DIN 86041 typ A
(screwed through) and C (screwed non through on one side),
within diameter range from NW 20 to NW 800.




FLANGES ACCORDING TO SS 2023 - SS 2024 - SS 2025 STANDARD.
Flat steel flanges used in gas industry, shipbuilding industry, also
used in pipelines building and modernization. Flanges made
according to SS 2023 standard correspond with DIN 2573. Flanges
made according to SS 2024 standard correspond with NS 2526.
Flanges made according to SS 2025 standard correspond with NS
2527.

FLANGES MADE WITH TYPE B STANDARD. Flanges
ready for welding, round with nominal pressure 0,6
MPa, 1,0 MPa, 1,6 MPa. Used in ship pipelines, made
of general purpose constructional steel. It is possible
to make flanges with size range from 10 to 800 and
other flanges according to specifications provided by
customer.




FLANGES MADE WITH TYPE B STANDARD. Flanges ready for
welding, round with nominal pressure 0,6 MPa, 1,0 MPa, 1,6 MPa.
Used in ship pipelines, made of general purpose constructional
steel. It is possible to make flanges with size range from 10 to 800
and other flanges according to specifications provided by
customer.

HALF-CUT FLANGES. Cut flat steel
flanges used in difficult installation
places. Flanges covert with galvanic zinc
or fire-proof zinc, made with diameter
from NW 20 to NW 450.




HALF-CUT FLANGES. Cut flat steel flanges used in difficult installation
places. Flanges covert with galvanic zinc or fire-proof zinc, made with
diameter from NW 20 to NW 450.

SHAPE PROFILE FLANGES. Shape profile flanges
backing-off, covered with galvanic zinc, made with
diameter from NW 32 to NW 300.




SHAPE PROFILE FLANGES. Shape profile flanges backing-
off, covered with galvanic zinc, made with diameter from
NW 32 to NW 300.

OVAL STEEL FLANGES. Steel flanges burned by optical
controlled auto-gas. Made according to DIN 2558 standard
with pressure ND 6 and diameter from NW 6 to NW 100. Oval
flanges with backing off, made according to DIN 2561 standard
with pressure from ND 10 to NW 16 and diameter from NW 6
to NW 40.

OVAL STEEL FLANGES. Steel flanges burned by optical controlled
auto-gas. Made according to DIN 2558 standard with pressure
ND 6 and diameter from NW 6 to NW 100. Oval flanges with
backing off, made according to DIN 2561 standard with pressure
from ND 10 to NW 16 and diameter from NW 6 to NW 40.




OTHER SPECIAL PURPOSE FLANGES BASIS CLIENT'S DRAWINGS. It
is possible to make flanges according to client's drawings. We also
offer flanges used in chemical and pertochemical industry made of
acid proof steel and costruction steel covered with electroplated
coating.

OTHER SPECIAL PURPOSE FLANGES BASIS CLIENT'S DRAWINGS. It is
possible to make flanges according to client's drawings. We also offer
flanges used in chemical and pertochemical industry made of acid
proof steel and costruction steel covered with electroplated coating.




VARIOUS GAS CUT ELEMENTS. We also offer
construction steel elements made according
to client's drawings, used in various
industries.



